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Introduction

SpecoView is a 16 channel video management software package which is
included with Speco®& InPro Series IP Cameras. With SpecoView, it is just a
mouse-click away to see the video of your IP Camera and, surprisingly, neither
technical knowledge nor complex settings are required. Each InPro series IP
Camera has a unique Camera ID (9 digits long) and a password for logging in
to see the video.



Install SpecoView Program

Step 1. Please close other windows applications before proceeding.

Step 2. Insert the installation CD into your CD-ROM drive and find the
SpecoViewlnstaller-V1.03.09.exe. Double click it to start the installation

Next »

process and you will see the ANelcomeowindow. Click 5 | button.
L Speco¥iew 1.03.09 Setup x|
‘ In F’t-ol
Welcome

YWelcomea to the installer far Specolisw 1.03.09.

Itie strongly recommended that you axit all Ywindows programe hefore contnuing
with this installation.

Ifyou have any other programs running, please click Cancel, close the programs,
and un this selup again.

Ctherwise, click Mextto conlinug.




Step 3. If you are uncertain if Framework 2.0 is already installed on your PC,

please check .NET Framework 2.0. Click L.....148xt = | to proceed

installation.

Select Packages
Please select the program features that you wart to install.

Program Features:

W This is the main program of CamView.

¥ NET Framework 2.0 It has to be installed.
(7.50 MB)

Total space reguired: 30.0 MB

Cancel |

Step 4. Click i....[4ext = | to proceed

E SpecoView 1.03.09 Setup x|

Installation Folder
Where would you like SpecoView to be installed?

The software will be installed in the folder listed below. To select a different
location, either type in a new path, or click Change to browse for an existing folder.

Install SpecoView to:

C:AProgram Files\SpecoView Change... |

Space required: 7.51 MB

Space available on selected drive: 14.62 GB

< Back | Cancel |




Step 5. Make a selection and click [.Next> | to proceed.
X

Shortcut Folder
Where would you like the shottcuts to be installed?

L

The shortcut icons will be created in the folder indicated below. If you dontwantto
use the default folder, you can either type a new name, or select an existing folder
from the list.

Shortcut Folder:

SpecoView Ll

& |Install shortcuts for current user only
" Make shortcuts available to all users

ﬂl Cancel I

Step 6. click L...ext | to proceed.

L Speco¥iew 1.03.09 Setup 5 ﬁl

Ready to Install |

You are now ready to install SpecoView 1.03.09 '-
—

The installer now has enough information to install SpecoView on your computer.

The following settings will be used:
Install folder: C:\Program FilesiSpecoView

Shortcut folder:  SpecoView

Please click Next to proceed with the installation.

Cancel |



Step 7 Click to exit. SpecoView installation now is completed.
[ Seocoview 1.05.098ehp X
Installation Finished
The irstaliation has compleled succzsstully. ¥

Installation Successful :

The Specoview 1.03.04 installation 1s complete.
Thank you far choosing Specovfiew!

Please click Finishto exitthls installer.




Startup and the layout of SpecoView

Startup SpecoView

You can startup SpecoView from either Start C Programs C SpecoView or the
shortcut of SpecoView on the windows desktop.

Layout of SpecoView

Video Information Bar

Display modes

Speaker

Cam ||St :_ SpecoView ;.lﬂl‘.l

Setfings  Help
Tab

DI@Q@I@@ 4 il : B @] 1o <ource .
. B un " ann Display
ji:am list | = = e
= L CameraList
;3 U Camera Name
—L Auta Search
Cam ¥ 001011078 >

Camera

- Display
Status
. Area 2
Indicator
Display Area 3
Auto Search List , ) s ZI0
i Whm:

Display Area 4

Drive ¢ 1424 6B (45%) avalale [HNEN

Disk space information

for recording.




Display Mode

SpecoView supports 6 display modes. By pressing each mode, you can have a
different live view display.

LB E

Auto Search

Camera  “ieww  Seftings  Help

U BB EE <

Cam list |
=0 Cameralist

E L
= Auto Search
001011075

Auto search is a function that searches for all Speco InPro series IP Cameras
on your LAN (Local Area Network). At the very beginning of SpecoView
startups, SpecoView automatically does the auto search.

E specovics |

Camcra Wiewe  Settings Help

UBBBERE ¢

Carn list |

=-L CameraList
i M InPro .

- - '
- 0010 bt search

Double Click the
Folder
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To do auto search manually, doublecli ¢ k o n

t he foldamt o

SpecoView searches all available IP cams in the LAN and lists all IDs under
the folder. Right click on the find Cam ID and select iWeb Configurationoto

access the IP cam& web page for configuration.

Move the mouse cursor on the Cam ID under Auto Search, you can see the

virtual IP in the LAN.

Camera  Wieww  Sefting: Languege Help

DEBEEE <

Carn lict |

=L Camera_ist
B Camlill
B CamiD2
B CamlIbG3
M Test
=2 At Search
[ DOL00e123
LB O0 100245

‘\Web configure

Camera Wiesny

Cam list |

Settings Language

B R ¢

= Cameralist
W CamlID1
B CamiD2z
B CamliD3
1 Test
=23 Auto Search
001006123

Auto Search List: Lists
all the found Cam IDs
within this LAN.

Searcho

Web configure: Click to
open |L.E. browser for
further configuring this IP

Cam.

~| IP address.

Move your mouse
over Cam ID
001006123 to see its

1 001004245(192.168.2.100




IP Cam online status indicator

There is an IP Cam icon in front of the Camera Name which indicates the
online status of that IP Camera.

RED A IP cam is off line, not connecting to internet.

GREEN A [P is on connected to internet.

YELLOW A IP is on line but the connection is not good because either side
might be behind a router which has strict rules for access.

Note: The IP Cam online status refreshes every 30 seconds automatically.

Camera View  Seftings Language  Help

DEEEEE

Green icon: means this IP Cam is online
Cam list

)
]
|
I
| |
———— |
||}

A||

Red icon: means this IP Cam is offline.

=-# Test1

i

Yellow icon: means this IP Cam is online.
However, the connection between IP Cam and
e TTTZ CamView is bad due to the strict rules of the

router or firewall.

Note: The green icon indicates the IP Cam is online and responding, but not guarantees that

the video session can be established 100%. Unfavorable Firewall setting may block the video.
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Managing InPro IP cameras

Right click the iCamera Listotab. You can add a new InPro IP cam, create a
new folder, rename the IP cam or the folder, and delete any InPro IP cams or

any folder.

Right Click

3Camera List”~

New Camera
Users can add a new camera to the list by entering each InPro series IP cam
ID and password. Users can also name the IP cam.

1. IP cam shows up

under Cameralist

/

-

2. Enter Name & ID

&Password
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